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Special Cabinets

Internal dimensions
Item
Code

 No. of 
Mounting Width

A
Height

B C
Width Height Thk.

DEWA/ADDC/AADC WATER METER CABINET 

250 WM-260/20

400 WM-460/20

WM-560/20

750 WM-575/20

600
200

500

600 800 200 MC-680/20 480 680

250 MC-810/25

300 MC-810/30

DEWA METER CABINET 

4
1000800

2.8
680 880

450 200 MC-445/20 340

500 250 MC-450/25 390

550 650 210 MC-565/21 440 540

800 MC-680/20 680

850 MC-685/20 730

1000 300 MC-6100/30 880

18mm Marine 
Plywood 

400

200
600

290

480

4

ADDC/AADC METER CABINET 

1100 FC-1113/35 980

1250 DC-1213/35 1130

1500 DC-1513/35 1380

2.8

ADDC/AADC FEEDER PILLAR CABINET 

118081300 350

250 400 150 CC-240/15 4 190 330 1.8

850 1200 300 CC-812/30 1200

750 420 CC-713/42 630

900 430 CC-913/43 780

1500 1245 740 CC-1512/74 10 1220 1125

SPECIAL/CUSTOM CABINET 

1300 1180
8

2.8

Available Options for Cabinets

Lifting HooksPole Mounting Clamp

Wing LockProvision for PadlockingInternal Lighting

Mounting Plates

2 / A4)
 Higher protection (IP rating) from dust & liquids
 Higher mechanical strength
 Non-standard sizes
 Mounting plate - epoxy paint coated/ yellow passivated / FRP Plate
 Insulated walls & doors

 Additional door at rear, side or internal
 Hinged top lid
 Terminal box in 250 & 350mm heights
 FRP plinth of 100, 200 & 300mm heights
 Locking system; two / three point locking
 Cabinet in cylindrical design

(conditions apply).
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BASES PORTAFUSIBLES/ LV-FUSE BASES

Referencia

Reference

438.51.10.XX. YY

438.52.10.XX. YY

438.53.10.XX. YY

Intensidad

Current

250A

400A

630A

Fusible

Fuse-link

NH-1

NH-2

NH-3

Tipo

Type

BTVC

Desconexión

Switching

Unipolar  

One pole

Conexiones

Connections

Superior / Inferior

reversible

Top / Bottom     
 reversible

Distancia de embarrado

Busbar sparcing

185mm

Terminales código XX / Terminals XX Code: P. 59

Accesorios código YY / Accessories YY Code: P. 61-63

Datos Técnicos / Technical Data: P. 152-153 

Planos / Dimension drawings: P. 65

BTVC

Gama / Range

2

438

Tipo 438 BTVC, NH-1/2/3, 250/400/630 A, 185mm de distancia de embarrado

Type 438 fuse switches, BTVC, NH-1/2/3, 250/400/630 A, 185mm busbar spacing

185 mm / 210mm

Bases tripolares verticales cerradas y bases de seccionamiento - TRIVER+  

Vertical design fuse switches and disconnectors - TRIVER+
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BASES PORTAFUSIBLES/ LV-FUSE BASES

30
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1
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318

2
1
5
.5

9
5

9
4
.5

1
8
5

1
8
5

100

1
1
0

Planos NH-1/2/3, BTVC

Dimensions fuse switches NH-1/2/3, BTVC
438

2 Bases tripolares verticales cerradas y bases de seccionamiento - TRIVER+ 

Vertical design fuse switches and disconnectors -TRIVER+ 

* La distancia de embarrado también puede ser de 210mm / Busbar distance may also be 210mm

Conexión inferior /Bottom connection Conexión superior / Top connection

Gama / Range: P. 49-50

BTVC desconexión unipolar / BTVC 1  pole switching

BTVC-DT 2 asas  desconexión tripolar / BTVC-DT 2 handles 3 pole switching

Conexión inferior /Bottom connection Conexión superior / Top connection

7
7
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6
0
0

6
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1
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0
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BASES PORTAFUSIBLES/ LV-FUSE BASES

Datos Técnicos / Technical Data8
Bases tripolares verticales cerradas NH-1/2/3 BTVC 250/400/630 A 185-210mm

Vertical design fuse switches NH-1/2/3 BTVC 250/400/630 A 185-210mm
438

IEC / EN 60947-3

Tipo / 

Type  

BTVC / BTVC-DT  Tipo / Type 438

250 A 400 A 630 A

Datos eléctricos

Electrical 
characteristics

Tensión asignada de empleo

Rated operational voltage
U

e
 (V)

AC 
400

AC 
500

AC 
690

AC 
400

AC 
500

AC 
690

AC 
500

AC 
690

Intensidad asignada de empleo

Rated operational current
I
e
 (A) 250 250 250 400 400 400 630 630

Intensidad térmica convencional al aire libre con 
fusibles 

Conventional free air thermal current with fuses
I
th
 (A) 250 250 250 400 400 400 630 630

Intensidad térmica convencional al aire libre con 
cuchillas

Conventional free air thermal current with solid links 

I
th
 (A) 400 510 800

Frecuencia asignada 

Rated frequency 
(Hz) 40-60

Tensión asignada de aislamiento

Rated insulation voltage
U

i
 (V) 1000

Intensidad asignada de cortocircuito condicional

Rated conditional short-circuit current
(kA

eff
) 80

Categoría de empleo

Utilization category
--

AC-
23B

AC-22B
AC-
23B

AC-22B AC-22B

intensidad asignada de cierre

Rated making capacity 
(A) 2500 750 4000 1200 1890

intensidad asignada de corte

Rated breaking capacity 
(A) 2000 750 3200 1200 1890

Tensión asignada de resistencia a los impulsos

Rated impulse withstand voltage
U

imp
 (kV) 20kV

Maniobras con corriente

Operating cycles with current
-- 200

 Potencia disipada sin fusibles

Total power loss at I
th
 (without fuse)

P
v
 (W) 25 25 16 52 52 32 98 62

Datos 
mecánicos

Mechanical 
characteristics

Peso

Weight
(kg) 5,120 5,430 6,240

Distancia de embarrado

Busbar distance
(mm) 185 / 210

Panel frontal    

Panel front opening    
(mm) 600/650

Endurancia mecánica

Operating cycles without current
-- 1400 1400 1400 800 800 1400 800 800

Cartucho    
fusible

Fuse links

Tamaño según CEI / EN 60269

Size to IEC / EN 60269
-- 1 2 3

Intensidad asignada máxima (gL/gG)

Max. rated current (gL/gG)
I
n
  (A) 250 400 630

Potencia disipada máxima del cartucho fusible

Max. permis. power loss per fuse-link
P

v
 (W) 23 34 48
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NH

Sizes;

Voltage Ratings;

Features and Benefits

Low Voltage Fuses
European NH Knife Blade Fuse System

000, 00, 0, 1, 2, 3, 4, and 4a
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General

Technical Data and Explanations

Design

Time-Current Characteristics

Current Limiting

Fuse Discrimination

Low Voltage Fuses
European NH Knife Blade Fuse System

NH
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Class gG Fuse Links

Low Voltage Fuses
European NH Knife Blade Fuse System

Characteristic Stability

Arc Voltage

Class aM Fuse Links

Class gTr Fuse Links

Class gB Fuse Links

NH
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w/Combi - Indicator
500Vac/220Vdc

Standard(s)
IEC 60269-2-1

Class
gG/gL

000, 00, 0 & 1
VDE 0636 Teil 2

Article Number

Rated Voltage Rated Breaking Test 
[Un] Capacity Voltage

Size 1

NH

[A]

500VAC 120kA
220VDC/440VDC   25kA

Size 000

500Vac/220Vdc
Article Number

Size 00 Size 0 Size 1
Live Metal  Gripping Lugs

NH1NH000 - NH0

indicator indicator

NH gG/gL

Sanmugams
Highlight

Sanmugams
Highlight

Sanmugams
Highlight

Sanmugams
Highlight



 SIBA LLC
      Phone 1-973-575-7422            29 Fairfield Place            e-mail: info@sibafuse.com 
      Fax     1-973-575-5858    West Caldwell, New Jersey 07006            www.siba-fuses.us 

FUSES

523

NH2 and NH3

220VDC/440VDC

Capacity Voltage
500VAC 120kA

[A]

NH

Size 2 Size 2
2 & 3   25kA

  35

Size 3

Rated Voltage Rated Breaking Test 
[Un] IEC 60269-2-1

Standard(s)
gG/gL
Class

VDE 0636 Teil 2

    Dimensions [in / mm]

Size 2

500Vac/440Vdc
Article Number

    Weight [kg per 1]

Live Metal  Gripping Lugs

indicator

NH gG/gL

Size 3
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Article Number

Rated Voltage

Size 4a
  Top Indicator

 Dimensions [in / mm]

[A]

Current

NH

4a & 4

Standard(s)
[Un] Capacity Voltage gG/gL IEC 60269-2-1

500VAC 120kA VDE 0636 Teil 2
220VDC/440VDC   25kA

NH4a and NH4

Size 4

Rated Breaking Test Class

Live Metal  Gripping Lugs

indicator

NH gG/gL
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BW Industrial Cable Gland 
BW type brass cable gland, for indoor use with all kind of Steel Wire Armoured (SWA) cable 

Low Smoke & Zero Halogen 

Technical Specification 

Thread : Metric 

Standard : BS 6121:2005 

Cable Type: SWA and AWA 

Material : Brass / SS / Aluminum 

Accessories: Earth Tag, Lock Nut, LSF/PVC/LS0H Shroud 

Packing Kit : Kit include two pcs of Gland and accessories 

up to 32mm, and above 40mm, single pc of each 

Other thread sizes are available on request 

A. •MMNi mm CETUVRhelnland llilil 

Cable Gland Selection Table 

Thread Cable Acceptances 

Armour Wire Size 

205 20 10 11.8 15.8 0.90/1.25 

20L 20 10 13.8 19.5 0.90/1.25 

255 25 10 18 23.8 1.25/1.60 

25L 25 10 19.8 27 1.25/1.60 

32L 32 10 26.4 33.5 1.60/2.00 

405 40 10 31 37 1.60/2.00 

40L 40 15 32.4 40.1 1.60/2.00 

505 50 15 37.8 48.0 2.00/2.50 

50L 50 15 44 52.6 2.00/2.50 

635 63 15 50.5 60.5 2.5 

63L 63 15 56.2 65.5 2.5 

755 75 15 62 71.6 2.5 

75L 75 15 67.5 78.5 2.50/3.15 

90S 90 20 80 93 3.15 

Dimensions are displayed in millimeters unless and otherwise stated 

Hexagonal Details

--
22 24.4 

25 27.7 

31 32.5 

33 36.6 

40 44.4 

45 50 

48 53.3 

58 65 

62.5 69.4 

70 77 

76 84.4 

85 94.4 

90.5 99 

112 125 

.. 
ABW20S 

ABW20 

ABW25S 

ABW25 

ABW32 

ABW40S 

ABW40 

ABW50S 

ABW50 

ABW63S 

ABW63 

ABW75S 

ABW75 

ABW90 
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